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Mounting Bolts

Threaded Removal Holes

PowerVac®  P Upgrade Kit     P3 to P5  - 002-0935-00
         P5 to P7  - 002-0936-00 
         P3 to P7  - 002-0937-00

waRning
 Equipment is not suitable for use in the presence of a 
 flammable anesthetic mixture.

Applies to Models:
P3, P5, P7 
 

Special Tools:
none

waRning
 To prevent risk of shock always disconnect power before  
 removing covers or performing any service procedure.

(Current Version) 
Step 1: Remove cover, belt, motor pulley. 
A) Disconnect power at on/off switch and main power supply box. 
B) Remove front cover. Turn bottom fasteners 1/4 turn counter clockwise. 
 Lift front cover straight up to free plastic cones from holes in side panels. 
C) Measure end of shaft to face of top pulley. Write dimension down. 
D) Slightly push tension arm up toward the pulley and remove belt. 
E) Unscrew mounting bolts from hub and insert them into threaded removal holes on hub.  
F) Alternately tighten bolts to separate pulley from hub, remove from motor shaft. 

Measure Motor Pulley

1/4 Turn Fastener

Plastic Cone 
(Do not Remove 
From Cover.) 

Style G

note
For older version vac with the with the scissor jack 
style belt tensioner proceed to page 4, Earlier Version.  
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(Current Version) 
Step 2: Reposition auto tensioner (OnLY REQUiRED iF COnVERTing TO a P7). 
A) If converting to P7 remove tension arm mounting bolt, If converting to a P5 proceed to step 3. 
B) Relocate tensioner locating pin and tensioner mounting bolt to new position shown for the P7 model. 
C) Install auto tensioner arm in new location.  

auto Tensioner 
 arm

Caution
 Tension arm is spring loaded and could move downward as bolt is  
 removed. Keep hands clear of tension arm mounting bolt.  

Mounting Bolt

P7 Pin & Bolt Holes

note
Tension bolt needs to be repositioned only if converting to P7.

P3 / P5 Pin & Bolt Holes

Locating Pin

note
For older version vac with the with the scissor jack 
style belt tensioner proceed to page 4, Earlier Version.  
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(Current Version) 
Step 3: install new hub & pulley. 
A) Position new hub and pulley on to motor shaft.  
B) Insert mounting bolts through unthreaded holes of hub and into threaded holes of pulley.  
C) Position hub and pulley at depth measured on Step 1 and tighten bolts.   
D) Verify pump and motor pulley are aligned with a straight edge on both sides and measurement is same as Step 1.  
E) Install belt, Replace front cover. Connect power. Test vacuum.  

AA2346

AA221200

Measure Motor Pulley

Straight Edge

Mounting Bolt

Belt

Hub

Pulley

Hub Unthreaded 
Holes

Motor Shaft
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(Earlier Version) 
Step 1: Remove cover, belt, motor pulley. 
A) Disconnect power at on/off switch and main power supply box. 
B) Remove front cover. Turn bottom fasteners 1/4 turn counter clockwise. 
 Lift front cover straight up to free plastic cones from holes in side panels. 
C) Measure end of shaft to face of top pulley. Write dimension down. 
D) Loosen motor mount bolt. Rotate adjustment bolt CCW to lower the motor and remove belt. 
E) Unscrew mounting bolts from hub and insert them into threaded removal holes on hub.  
F) Alternately tighten bolts to separate pulley from hub, remove from motor shaft. 

Mounting Bolts

Threaded Removal Holes

Measure Motor Pulley

1/4 Turn Fastener

Plastic Cone 
(Do not Remove 
From Cover.) 

adjustment nut

Motor Mount 
Bolt
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(Earlier Version) 
Step 2: install new hub & pulley. 
A) Position new hub and pulley on to motor shaft.  
B) Insert mounting bolts through unthreaded holes of hub and into threaded holes of pulley.  
C) Position hub and pulley at depth measured on Step 1 and tighten bolts.   
D) Verify pump and motor pulley are aligned with a straight edge on both sides and  
 measurement is same as Step 1.  
E) Install belt, adjust and check belt tension. Re-adjust tension if needed. 
F) Replace front cover. Connect power. Test vacuum.  

Check belt tension using belt tension checker...
 A. Position o-ring on large end of tension checker to 12” 
      (use “Inches of Span Length” increments on checker).
 B. Slide o-ring on small shaft to 0 pounds.
 C. Align straight edge with belt.
 D. Apply force on the plunger until o-ring on large 
     shaft is even with straight edge. 
 E. Remove the tension checker and read the defection
      force the small o-ring was moved to. 
 F.  Repeat steps A-E two more times. 
 G.  Average out the three readings.
  Verify average deflection reading is 7 lbs.  

if adjustment is needed... 
 A. Move adjustment nut clockwise to tighten belt.
 B. Move adjustment nut counter clockwise to loosen belt
 C. Use belt tension checker to recheck deflection reading.
 D. Tighten motor mount bolt. 

Measure Motor Pulley

Straight Edge
Mounting Bolt

Pulley

Hub Unthreaded 
Holes

7 lbs 
(Small End O-ring)

Straight Edge Large End O-ring

adjustment Bolt
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